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ELECTRICAL DEMOLITION NOTES:

GENERAL ELECTRICAL NOTES:
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10.

THE ELECTRICAL DRAWINGS INDICATE EXISTING ELECTRICAL ITEMS TO BE REMOVED.
THE DRAWINGS ARE INTENDED TO INDICATE THE SCOPE OF WORK REQUIRED AND DO
NOT INDICATE EVERY BOX, CONDUIT, OR WIRE THAT MUST BE REMOVED. THE
CONTRACTOR SHALL VISIT THE SITE PRIOR TO SUBMITTING A BID AND VERIFY
EXISTING CONDITIONS.

ELECTRICAL ITEMS (i.e., LIGHTING FIXTURES, RECEPTACLES, SWITCHES, ETC.) REMOVED
AND NOT RELOCATED REMAIN THE PROPERTY OF THE OWNER. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR THE DISPOSAL OF MATERIAL THE OWNER DOES NOT
WANT TO REUSE OR RETAIN (i.e., FOR MAINTENANCE PURPOSES).

THE CONTRACTOR SHALL OBTAIN APPROVAL FROM THE OWNER BEFORE TURNING OFF
POWER TO CIRCUITS, FEEDERS, PANELS, ETC. COORDINATE ALL OUTAGES WITH
OWNER. CONDUIT CONCEALED IN WALL CONSTRUCTION MAY BE ABANDONED IN
PLACE IF NOT AFFECTED BY OTHER CONSTRUCTION.

WHERE LIGHTS, SWITCHES, RECEPTACLES, ETC., ARE BEING REMOVED ALL ASSOCIATED
CONDUIT AND WIRE BACK TO THE PANELBOARD OR FEEDER JUNCTION BOX SERVING
THE DEVICE SHALL ALSO BE REMOVED, UNLESS THE CONDUIT CAN BE REUSED FOR
NEW CONDUCTORS.

ALL CONDUIT SHALL BE REMOVED WHERE WALLS ARE BEING REMOVED. WHERE
CONDUIT IS IN THE CONCRETE SLAB, CUT OFF FLUSH, PULL OUT WIRE, AND PLUG.
WHERE CONDUIT IS RUN EXPOSED, ALL ASSOCIATED CLAMPS, SUPPORTS, HANGERS,
ETC., SHALL ALSO BE REMOVED.

THIS CONTRACTOR SHALL COORDINATE ALL HIS WORK WITH OTHER CONTRACTORS AT
THE JOB SITE BEFORE REMOVING EXISTING ELECTRICAL AND INSTALLING NEW ITEMS.

EQUIPMENT REMOVAL IN CERTAIN LOCATIONS MAY REQUIRE THE INSTALLATION OF A
JUNCTION BOX TO RECONNECT CIRCUITS THAT REMAIN IN OPERATION. EXTEND
CONDUIT AND WIRING AS REQUIRED TO MAINTAIN POWER TO REMAINING EQUIPMENT.

CONTRACTOR SHALL REMOVE AND INSTALL ALL CEILING TILES AS REQUIRED FOR THE
EXECUTION OF ELECTRICAL WORK THAT IS OUTSIDE THE CONTRACT LIMITS OF
CONSTRUCTION. CONTRACTOR SHALL REPLACE CEILING TILES WITH IDENTICAL
MATERIAL WHERE DAMAGED BY THIS CONTRACTOR.

BALLASTS MANUFACTURED PRIOR TO 1980 CONTAIN PCBs AND SHALL BE DISPOSED
gEg}léA;EO%gAL OR STATE E.P.A. APPROVED METHOD AND IN ACCORDANCE WITH

HID AND FLUORESCENT LAMPS CONTAIN MERCURY AND SHALL BE DISPOSED OF BY A
EEEEIFF?(I:.A%RONSS'I'ATE E.P.A. APPROVED METHOD AND IN ACCORDANCE WITH
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4.

5.

6.
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"1/E2.0" INDICATES DETAIL NUMBER/SHEET NUMBER.

INDICATES KEYED NOTE USED TO DESCRIBE ADDITIONAL INFORMATION OF WORK REQUIRED,
SPECIFIC TO THE SHEET AND/OR DETAIL IT IS SHOWN WITH.

ALL ELECTRICAL CONDUCTORS SHALL BE COPPER.

INDICATES NUMBER OF WIRES IN CONDUIT.
GROUND WIRE
NEUTRAL WIRE
PHASE WIRE

SHOWN BETWEEN LUMINAIRES DESIGNATES LUMINAIRE OR GROUP OF LUMINAIRES SWITCHED
SEPARATELY, YET CONNECTED TO THE SAME BRANCH CIRCUIT. LUMINAIRES THAT DO NOT
HAVE A REMOTE MEANS OF SWITCHING (i.e., EXIT SIGNS, EMERGENCY UNITS, NIGHT LIGHTS)
SHALL BE CONNECTED TO AN UNSWITCHED LEG OF THE BRANCH CIRCUIT.

ABBREVIATION KEY:

E.C. ELECTRICAL CONTRACTOR
AFF ABOVE FINISHED FLOOR
C CONDUIT

TYPICAL

TYP
+¥ MOUNTING HEIGHT FROM FINISHED FLOOR TO CENTERLINE

LINE TYPE KEY:

NEW WORK BY THIS CONTRACTOR (DARK SOLID LINE)

————— NEW WORK UNDERFLOOR OR UNDERGROUND BY THIS CONTRACTOR

(DARK LONG DASHED LINE)

NEW WORK BY OTHERS AND/OR EXISTING TO REMAIN (LIGHT SOLID LINE)

---------- EXISTING TO BE REMOVED BY THIS CONTRACTOR

(DARK SHORT DASHED LINE)

ELECTRICAL INSTALLATION NOTES:

THE COMPLETE INSTALLATION SHALL BE IN ACCORDANCE WITH THE ADAAG (AMERICANS WITH
DISABILITIES ACT ACCESSIBILITY GUIDELINES).

2. CIRCUIT NUMBERS ARE SHOWN FOR CIRCUIT IDENTIFICATION. CIRCUITING SHALL AGREE WITH
NUMBERING ON THE PANEL PROVIDED. COMMON NEUTRALS MAY NOT BE USED FOR BRANCH
CIRCUITS. BALANCE THE LOAD ON PANEL AS EVENLY AS POSSIBLE BETWEEN EACH PHASE.

3. A #12 GREEN INSULATED GROUND CONDUCTOR SHALL BE INSTALLED WITH CIRCUIT CONDUCTORS
TO ALL RECEPTACLES.

4. CONCEAL ALL CONDUIT IN WALLS, PARTITIONS, ABOVE CEILING, AND IN FLOOR SLAB, ETC. UNLESS
OTHERWISE INDICATED ON THE PLANS OR IN THE SPECIFICATIONS. CONDUIT IN MECHANICAL
ROOMS, AND STORAGE ROOMS WITHOUT CEILINGS MAY BE EXPOSED ON BUILDING STRUCTURE.

5. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL OPENINGS REQUIRED IN WALLS. ALL OPENINGS
SHALL BE REPAIRED TO MATCH EXISTING BY A QUALIFIED CONTRACTOR AT THE EXPENSE OF THIS
CONTRACTOR. ALL CONDUITS THROUGH WALLS SHALL BE GROUTED OR SEALED INTO OPENINGS.

6. ALL MATERIALS USED TO SEAL PENETRATIONS OF FIRE RATED WALLS AND FLOORS SHALL BE
TESTED AND CERTIFIED AS A SYSTEM PER ASTM E814 STANDARDS FOR FIRE TESTS OF
THROUGH—-PENETRATION FIRESTOPS, SEE SECTION 16080.

7. ALL WELDING SHALL BE ACCORDING TO AMERICAN WELDING SOCIETY STANDARDS. CONTRACTOR
SHALL FURNISH TO THE ARCHITECT/ENGINEER CERTIFICATES QUALIFYING EACH WELDER, PRIOR TO
START OF WORK. THE ARCHITECT/ENGINEER RESERVES THE RIGHT TO REQUIRE QUALIFYING
DEMONSTRATION, AT THE CONTRACTOR’S EXPENSE, OF ANY WELDERS ASSIGNED TO THE JOB.

8. CONTRACTOR SHALL REMOVE AND REINSTALL ALL CEILING TILES AS REQUIRED FOR THE EXECUTION
OF ELECTRICAL WORK THAT IS OUTSIDE THE CONTRACT LIMITS OF CONSTRUCTION. CONTRACTOR
SHALL REPLACE CEILING TILES WITH IDENTICAL MATERIAL WHERE DAMAGED BY THIS CONTRACTOR.

SHEET INDEX

EO.0 ELECTRICAL COVER SHEET

ED1.0 SITE PLAN — ELECTRICAL DEMOLITION

ELECTRICAL DEMOLITION (GREENHOUSE)
ELECTRICAL

E1.1 SITE PLAN — ELECTRICAL (GREENHOUSE)

E2.0 ELECTRICAL DETAILS

E2.1 ELECTRICAL DETAILS

ED1.1 SITE PLAN
E1.0 SITE PLAN

GENERAL ELECTRICAL EQUIPMENT SCHEDULE

PRODUCE A SATISFACTORY WORKING SYSTEM.

THE SYMBOLS AND THE EQUIPMENT SCHEDULE ARE FOR THE CONVENIENCE OF THE CONTRACTOR. EACH CONTRACTOR SHALL BE
RESPONSIBLE FOR VERIFICATION OF QUANTITIES AND SHALL FURNISH ALL MATERIAL REQUIRED, WHETHER SPECIFIED OR NOT, TO

CATALOG NUMBERS SHALL NOT BE CONSIDERED COMPLETE BUT ARE GIVEN ONLY TO AID THE CONTRACTOR IN THE SEARCH FOR
MATERIAL. NO MATERIAL SHALL BE ORDERED BY MANUFACTURER AND CATALOG NUMBER ONLY. EACH CONTRACTOR SHALL FIRST
READ THE COMPLETE DESCRIPTION OF THE MATERIAL ON THESE DRAWINGS AND SPECIFICATIONS. THE FIRST MANUFACTURER
LISTED IS THE BASIS OF DESIGN. "STANDARD COLOR" INDICATES FACTORY FINISH AVAILABLE AT NO ADDITIONAL CHARGE.
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',T‘%“ SYMBOL DESCRIPTION APPROVED MANUFACTURERS

1 EMERGENCY PHONE TOWER. STAND ALONE, 9' TALL, 12-3/4" DIAMETER, 1/4" CODE BLUE CBi-s
STEEL CONSTRUCTION, ANALOG TELEPHONE CONNEGTION, WEATHER RESISTANT
FINISH, ADA COMPLIANT, HIGH POWERED COMBO LED BEACON/STROBE, 277VAC TO
24VAC STEP-DOWN TRANSFORMER INTEGRAL TO UNIT. REFER TO SHEET E2.1 FOR
CUT SHEET. REFER TO 3/E2.0 FOR THE TYPICAL CALL BOX FOUNDATION DETAIL.

2 LIGHTING CONTACTOR, ELECTRICALLY HELD, 277 VOLT COIL, 300 VOLT 30 AMP REFER TO LIGHTING
CONTINUOUS CONTACTS, 6 POLE, N.E.M.A. 1 ENCLOSURE, INTEGRAL HAND—OFF CONTACTOR SCHEDULE
AUTO SELECTOR SWITCH. FOR APPROVED

MANUFACTURERS

3 TIME SWITCH, 7 DAY ASTRONOMIC, 1 CHANNEL, ELECTRONIC, ONE SPDT 5 AMP PARAGON EC71ST
CONTACTS, L.C.D. DISPLAY, 12 OR 24 HOUR FORMAT, MINIMUM 100 HOURS TORK DWZ100A
CARRY—OVER, U.L. LISTED. INTERMATIC ET70115C

4 @ PHOTOCELL, 277 VOLT, 1800 V.A. RATED, SINGLE POLE, SINGLE THROW CONTACT, | PARAGON CW-201-70
WEATHERPROOF AND CORROSION PROOF ENCLOSURE. MOUNT FACING NORTH. U.L. | TORK 2107
LISTED. INTERMATIC K4236

ELECTRICAL DEMOLITION SYMBOL LIST
SYMBOL:  DESCRIPTION:

INDICATES EXISTING TO REMAIN
---------- INDICATES EXISTING TO BE REMOVED.

| SITE LIGHTING
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AN SITE PLAN - ELECTRICAL DEMOLITION
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GENERAL SHEET NOTES

1. REFER TO SHEET E0.0 FOR GENERAL
ELECTRICAL NOTES AND ELECTRICAL
DEMOLITION NOTES.

KEYNOTES (D

1. CONTRACTOR SHALL TEXT EXISTING
TELECOMMUNICATIONS UNDERGROUND
CABLE. IF CABLE IS ACTIVE, CONTRACTOR
SHALL RE—ROUTE EXISTING CABLE AND

CONDUIT OUTSIDE OF CONSTRUCTION ZONE
OF BIOSWALE. COORDINATE WITH OWNER
FOR RE—TERMINATION OF ANY NEW
INFRASTRUCTURE. IF CABLE IS INACTIVE,
CONTRACTOR SHALL DEMOLISH AND
REMOVE BACK TO SOURCE.
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SITE PLAN - ELECTRICAL DEMOLITION (GREENHOUSE)

SCALE: 1/16"=1'-0"

EXISTING SITE LIGHT
LUMINAIRE TO REMAIN.

(TYP. OF 2)
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GENERAL SHEET NOTES

1. REFER TO SHEET E0.0 FOR GENERAL
ELECTRICAL NOTES AND ELECTRICAL
DEMOLITION NOTES.

KEYNOTES (D

1. CONTRACTOR SHALL DEMO SITE LIGHT
POLE BASE. POLE AND LUMINAIRE SHALL
BE REMOVED AND RELOCATED AS SHOWN
ON SHEET E1.1.
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