SECTION 21 05 00

BASIC FIRE SUPPRESSION REQUIREMENTS

PART 1 - GENERAL

1.1 SECTION INCLUDES

A.

Requirements applicable to all Division 21 Sections. Also refer to Division 1 - General
Requirements.

All materials and installation methods shall conform to the applicable standards,
guidelines and codes referenced in the specification section.

1.2 SCOPE OF WORK

A.

This Specification and the associated drawings govern the furnishing, installing, testing
and placing into satisfactory operation the Mechanical Systems.

Each Contractor shall provide all new materials indicated on the drawings and/or in these
specifications, and all items required to make his portion of the Mechanical Work a
finished and working system.

Separate contracts will be awarded for the following work. The division of work listed
below is for the contractors’ convenience and lists a normal breakdown of the work.
Please refer to the Construction Manager’s scope statements for complete scope of work
description.

Scope of Work:

1. Fire Protection Work shall include, but is not necessarily limited to:

a. Furnish and install a complete wet pipe sprinkler system for areas noted
on the drawings.

b. Furnish and install all items listed on the Fire Protection Material List.
C. Furnish all hydraulic calculations and working sprinkler drawings.

d. Furnish and install firestopping systems for penetrations of fire-rated
construction associated with this Contractor’s work.

e. Contractor shall review and coordinate with the Air Conditioning and
Ventilating Contractor’s detailed ductwork drawings. If any field
coordination conflicts are found, this Contractor shall coordinate with
other Contractors to determine a viable layout.
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1.3 DIVISION OF WORK BETWEEN MECHANICAL, ELECTRICAL & CONTROL CONTRACTORS

A. Definitions:
1. "Mechanical Contractors" refers to the following:
a. Fire Protection Contractor.
2. Motor Control Wiring: The wiring associated with the remote operation of the

magnetic coils of magnetic motor starters or relays, or the wiring that permits
direct cycling of motors by means of devices in series with the motor power
wiring. In the latter case the devices are usually single phase and are usually
connected to the motor power wiring through a manual motor starter having
"Manual-Off-Auto" provisions.

3. Control devices such as start-stop push buttons, thermostats, pressure switches,
flow switches, relays, etc., generally represent the types of equipment associated
with motor control wiring.

4. Motor control wiring is single phase and usually 120 volts. In some instances,
the voltage will be the same as the motor power wiring. Generally, where the
motor power wiring exceeds 120 volts, a control transformer is used to give a
control voltage of 120 volts.

5. Temperature Control Wiring: The wiring associated with the operation of a
motorized damper, solenoid valve or motorized valve, etc., either modulating or
two-position, as opposed to wiring which directly powers or controls a motor used
to drive equipment such as fans, pumps, etc.

6. This wiring will be from a 120 volt source and may continue as 120 volt, or be
reduced in voltage (24 volt) in which case a control transformer shall be furnished
as part of the temperature control wiring.

7. Control Motor: An electric device used to operate dampers, valves, etc. It may
be two-position or modulating. Conventional characteristics of such a motor are
24 volts, 60 cycles, 1 phase, although other voltages may be encountered.

B. General:

1. The purpose of these Specifications is to outline the Electrical and Mechanical
Contractor's responsibilities related to electrical work required for items such as
temperature controls, mechanical equipment, fans, chillers, compressors and the
like. The exact wiring requirements for much of the equipment cannot be
determined until the systems have been selected and submittals reviewed.
Therefore, the electrical drawings show only known wiring related to such items.
All wiring not shown on the electrical drawings, but required for mechanical
systems, is the responsibility of the Mechanical Contractor.

2. Where the drawings require the Electrical Contractor to wire between equipment
furnished by the Mechanical Contractor, such wiring shall terminate at terminals
provided in the equipment. The Mechanical Contractor shall provide complete
wiring diagrams and supervision to the Electrical Contractor and designate the
terminal numbers for correct wiring.

3. All electrical work shall conform to the National Electrical Code. All provisions of
the Electrical Specifications concerning wiring, protection, etc., apply to wiring
provided by the Mechanical Contractor unless noted otherwise.
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4, All Contractors shall establish utility elevations prior to fabrication and shall
coordinate their material and equipment with other trades. When a conflict
arises, priority is as follows:

a. Light fixtures.
b. Gravity flow piping, including steam and condensate.
C. Electrical busduct.
d. Sheet metal.
e. Electrical cable trays, including access space.
f. Sprinkler piping and other piping.
g. Electrical conduits and wireway.
C. Mechanical Contractor's Responsibility:
1. Assumes responsibility for internal wiring of all equipment provided by the

Mechanical Contractor.
D. Electrical Contractor's Responsibility:

1. Provides all combination starters, manual starters and disconnect devices shown
on the Electrical Drawings or indicated to be by the Electrical Contractor on the
Mechanical Drawings or Specifications.

2. Installs and wires all remote control devices furnished by the Mechanical
Contractor or Temperature Control Contractor when so noted on the Electrical
Drawings.

3. Provides motor control and temperature control wiring, where so noted on the
drawings.

4. Furnishes, installs and connects all relays, etc., for automatic shutdown of certain
fans upon actuation of the Fire Alarm System as indicated and specified in
Division 28.

14 QUALITY ASSURANCE
A. Contractor’'s Responsibility Prior to Submitting Pricing Data:

1. The Contractor is responsible for constructing complete and operating systems.
The Contractor acknowledges and understands that the Contract Documents are
a two-dimensional representation of a three-dimensional object, subject to
human interpretation. This representation may include imperfect data, interpreted
codes, utility guidelines, three-dimensional conflicts, and required field
coordination items. Such deficiencies can be corrected when identified prior to
ordering material and starting installation. The Contractor agrees to carefully
study and compare the individual Contract Documents and report at once in
writing to the Design Team any deficiencies the Contractor may discover. The
Contractor further agrees to require each subcontractor to likewise study the
documents and report at once any deficiencies discovered.

2. The Contractor shall resolve all reported deficiencies with the Architect/Engineer
prior to awarding any subcontracts, ordering material, or starting any work with
the Contractor's own employees. Any work performed prior to receipt of
instructions from the Design Team will be done at the Contractor’s risk.
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B. Quialifications:

1. Only products of reputable manufacturers are acceptable.

2. All Contractors and subcontractors shall employ only workers skilled in their
trades.

C. Compliance with Codes, Laws, Ordinances:

1. Conform to all requirements of the City of Joliet, IL Codes, Laws, Ordinances and
other regulations having jurisdiction.

2. Conform to all published standards of Joliet Junior College.

3. Conform to all State Codes.

4, If there is a discrepancy between the codes and regulations and these
specifications, the Engineer shall determine the method or equipment used.

5. If the Contractor notes, at the time of bidding, any parts of the drawings or
specifications that do not comply with the codes or regulations, he shall inform
the Architect/Engineer in writing, requesting a clarification. If there is insufficient
time for this procedure, he shall submit with his proposal a separate price to
make the system comply with the codes and regulations.

6. All changes to the system made after letting of the contract, to comply with codes
or requirements of Inspectors, shall be made by the Contractor without cost to
the Owner.

7. If there is a discrepancy between manufacturer's recommendations and these
specifications, the manufacturer's recommendations shall govern.

8. All rotating shafts and/or equipment shall be completely guarded from all contact.
Partial guards and/or guards that do not meet all applicable OSHA standards are
not acceptable. Contractor is responsible for providing this guarding if it is not
provided with the equipment supplied.

D. Permits, Fees, Taxes, Inspections:

1. Procure all applicable permits and licenses.

2. Abide by all laws, regulations, ordinances, and other rules of the State or Political
Subdivision where the work is done, or as required by any duly constituted public
authority.

3. Pay all charges for permits or licenses.

4. Pay all fees and taxes imposed by the State, Municipal and/or other regulatory
bodies.

5. Pay all charges arising out of required inspections by an authorized body.

6. Pay all charges arising out of required contract document reviews associated
with the project and as initiated by the Owner or authorized agency/consultant.

7. Where applicable, all fixtures, equipment and materials shall be approved or
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E. Examination of Drawings:

1. The drawings for the fire protection work are completely diagrammatic, intended
to convey the scope of the work and to indicate the general arrangements and
locations of equipment, outlets, etc., and the approximate sizes of equipment.

2. Contractor shall determine the exact locations of equipment and rough-ins, and
the exact routing of pipes and ducts to best fit the layout of the job.

3. Scaling of the drawings is not sufficient or accurate for determining these
locations.

4, Where job conditions require reasonable changes in indicated arrangements and
locations, such changes shall be made by the Contractor at no additional cost to
the Owner.

5. Because of the scale of the drawings, certain basic items, such as fittings, boxes,

valves, unions, etc., may not be shown, but where required by other sections of
the specifications or required for proper installation of the work, such items shall
be furnished and installed.

6. If an item is either on the drawings or in the specifications, it shall be included in
this contract.

7. Determination of quantities of material and equipment required shall be made by
the Contractor from the documents. Where discrepancies arise between
drawings, schedules and/or specifications, the greater number shall govern.

8. Where used in fire protection documents, the word "furnish" shall mean supply
for use, the word "install" shall mean connect complete and ready for operation,
and the word "provide" shall mean to supply for use and connect complete and
ready for operation.

a. Any item listed as furnished shall also be installed, unless otherwise
noted.
b. Any item listed as installed shall also be furnished, unless otherwise
noted.
F. Field Measurements:
1. Verify all pertinent dimensions at the job site before ordering any materials or

fabricating any supports, pipes or ducts.
G. Electronic Media/Files:

1. Construction drawings for this project have been prepared utilizing AutoCAD
Release 2009.

2. Contractors and Subcontractors may request electronic media files of the
contract drawings and/or copies of the specifications. Specifications will be
provided in PDF format.

3. Upon request for electronic media, the Contractor shall complete and return a
signed “Electronic File Transmittal” form provided by KJWW.
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4, If the information requested includes floor plans prepared by others, the
Contractor will be responsible for obtaining approval from the appropriate Design
Professional for use of that part of the document.

5. The electronic contract documents can be used for preparation of shop drawings
and as-built drawings only. The information may not be used in whole or in part
for any other project.

6. The drawings prepared by KIWW for bidding purposes may not be used directly
for ductwork layout drawings or coordination drawings.

7. The use of these CAD documents by the Contractor does not relieve them from
their responsibility for coordination of work with other trades and verification of
space available for the installation.

8. The information is provided to expedite the project and assist the Contractor with
no guarantee by KIWW as to the accuracy or correctness of the information
provided. KIJWW accepts no responsibility or liability for the Contractor’s use of
these documents.

1.5 SUBMITTALS

A. Submittals shall be required for the following items, and for additional items where
required elsewhere in the specifications or on the drawings.

1. Submittals list:
Referenced
Submittal Item Specification
Section
a. Owner Training Agenda 210500
b. Hangers and Supports 210529
C. Sprinkler Systems 211300
d. Fire Protection Equipment 211300
B. In addition to the provisions of Division 1, the following provisions are required:
1. Submittals shall include all fabrication, erection, layout, and setting drawings;

manufacturers' standard drawings; schedules; descriptive literature, catalogs and
brochures; performance and test data; wiring and control diagrams; and all other
drawings and descriptive data of materials of construction as may be required to
show that the materials, equipment or systems and the location thereof conform
to the requirements of the contract documents.

2. The Contractor shall submit seven (7) copies of each shop drawing for review by
the Architect/Engineer BEFORE releasing any equipment for manufacture or
shipment.

3. Shop drawings which are larger than 11"x 17" or are plan size layout or erection

drawings such as sprinkler system drawings shall be submitted on reproducible
media. Submit one reproducible and one print of each drawing or plan. All
Contractor approval stamps shall be made on the reproducible.

4. The Contractor shall thoroughly review and approve all shop drawings before
submitting them to the Architect/Engineer. CONTRACTOR’S APPROVAL
STAMP IS REQUIRED ON ALL SUBMITTALS. APPROVAL WILL INDICATE
THE CONTRACTOR'S REVIEW of all material and a COMPLETE
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UNDERSTANDING OF EXACTLY WHAT IS TO BE FURNISHED. Contractor
shall clearly mark all deviations from the contract documents on all submittals. IF
DEVIATIONS ARE NOT MARKED BY THE CONTRACTOR, THEN THE ITEM
SHALL BE REQUIRED TO MEET ALL DRAWING AND SPECIFICATION
REQUIREMENTS.

5. The Contractor shall clearly mark each item with the same nomenclature applied
on the drawings or in the specifications.

6. The Contractor shall clearly indicate the size, finish, material, etc.
7. Assemble and submit by specification section numbers for all submittals. All sets

shall be identical and contain an index of the items enclosed with a general topic
description on the cover.

8. Each set shall be bound in a manufacturer's folder or inside of a manila file
folder.
9. Where more than one model is shown on a manufacturer's sheet, the Contractor

shall clearly indicate exactly which item and which data is relevant to the work.

10. Failure to comply with the above shall be reason to resubmit all shop drawing
submittals.
11. The Engineer's responsibility shall be to review one set of shop drawing

submittals for each product. If the first submittal is incomplete or does not
comply with the drawings and/or specifications, the Contractor shall be
responsible to bear the cost for the Engineer to recheck and handle the
additional shop drawing submittals.

1.6 EQUIPMENT SUPPLIERS' INSPECTION

A. The following equipment shall not be placed in operation until a competent installation
and service representative of the manufacturer has inspected the installation and certified
that the equipment is properly installed, adjusted and lubricated; that preliminary
operating instructions have been given; and that the equipment is ready for operation:

1. Fire Seal Systems
B. Contractor shall arrange for and obtain supplier's on-site inspection(s) at proper time(s) to
assure each phase of equipment installation and/or connection is in accordance with the

manufacturer's instructions.

C. Submit copies of start-up reports to the Architect/Engineer and include copies of Owner’s
Operation and Maintenance Manuals.

1.7 PRODUCT DELIVERY, STORAGE, HANDLING & MAINTENANCE
A. Exercise care in transporting and handling to avoid damage to materials. Store materials
on the site to prevent damage. Keep materials clean, dry and free from harmful
conditions. Immediately remove any materials that become wet or that are suspected of
becoming contaminated with mold or other organisms.

B. Keep all bearings properly lubricated and all belts properly tensioned and aligned.

C. Coordinate the installation of heavy and large equipment with the General Contractor
and/or Owner. If the Mechanical Contractor does not have prior documented experience

JJC - Bid Release 19R BASIC FIRE SUPPRESSION REQUIREMENTS 209087.00
Nat. Sciences - Addition & Renov. 210500-7 10/29/10



in rigging and lifting similar equipment, he/she shall contract with a qualified lifting and
rigging service that has similar documented experience. Follow all equipment lifting and
support guidelines for handling and moving.

Contractor is responsible for moving equipment into the building and/or site. Contractor
shall review site prior to bid for path locations and any required building modifications to
allow movement of equipment. Contractor shall coordinate his/her work with other
trades.

1.8 WARRANTY

A.

Provide two-year warranty, unless otherwise noted, to the Owner for all fixtures,
equipment, materials, and workmanship.

The warranty period for all work in this Division of the specifications shall commence on
the date of final acceptance, unless a whole or partial system or any separate piece of
equipment or component is put into use for the benefit of any party other than the
installing contractor with prior written authorization. In this instance, the warranty period
shall commence on the date when such whole system, partial system or separate piece
of equipment or component is placed in operation and accepted in writing by the Owner.

Warranty requirements shall extend to correction, without cost to the Owner, of all Work
found to be defective or nonconforming to the contract documents. The Contractor shall
bear the cost of correcting all damage resulting from defects or nonconformance with
contract documents.

1.9 INSURANCE

A.

Contractor shall maintain insurance coverage as set forth in Division 0 of these
specifications.

1.10 MATERIAL SUBSTITUTION

A.

Where several manufacturers’ names are given, the manufacturer for which a catalog
number is given is the basis for job design and establishes the quality required.

Equivalent equipment manufactured by the other named manufacturers may be used.
Contractor shall ensure that all items submitted by these other manufacturers meet all
requirements of the drawings and specifications, and fits in the allocated space.

Any material, article or equipment of other unnamed manufacturers which will adequately
perform the services and duties imposed by the design and is of a quality equal to or
better than the material, article or equipment identified by the drawings and specifications
may be used if approval is secured in writing from the Architect/Engineer not later than
ten days prior to the bid opening.

This Contractor assumes all costs incurred as a result of using the offered material,
article or equipment, on his part or on the part of other Contractors whose work is
affected.

This Contractor may list voluntary add or deduct prices for alternate materials on the bid
form. These items will not be used in determining the low bidder.

All material substitutions requested later than ten (10) days prior to bid opening must be
listed as voluntary changes on the bid form.
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PART 2 - PRODUCTS

NOT APPLICABLE

PART 3 - EXECUTION
3.1 JOBSITE SAFETY

A. Neither the professional activities of the Engineer, nor the presence of the Engineer or his
or her employee and subconsultants at a construction site, shall relieve the Contractor
and other entity of their obligations, duties and responsibilities including, but not limited
to, construction means, methods, sequence, techniques or procedures necessary for
performing, superintending or coordinating all portions of the work of construction in
accordance with the contract documents and any health or safety precautions required by
any regulatory agencies. The Engineer and his or her personnel have no authority to
exercise any control over any construction contractor or other entity or their employees in
connection with their work or any health or safety precautions. The Contractor is solely
responsible for jobsite safety. The Engineer and the Engineer’s consultants shall be
indemnified and shall be made additional insureds under the Contractor’s general liability
insurance policy.

3.2 ENGINEER OBSERVATION OF WORK

A. The Contractor shall provide seven (7) calendar days notice to the Engineer prior to:
1. Covering exterior walls, interior partitions and chases.
2. Installing hard or suspended ceilings and soffits.
B. The Engineer will have the opportunity to review the installation and provide a written

report noting deficiencies requiring correction. The Contractor's schedule shall account
for these reviews and show them as line items in the approved schedule.

C. Above-Ceiling Final Observation

1. All work above the ceilings must be complete prior to the Engineer’s review. This
includes, but is not limited to:

a. Pipe wall penetrations are sealed.

b. Pipe identification is installed.

C. Branch piping in the location of sprinklers shall be dropped to the ceiling.
2. In order to prevent the Above-Ceiling Final Observation from occurring too early,

the Contractor shall review the status of the work and certify, in writing, that the
work is ready for the Above-Ceiling Final Observation.

3. It is understood that if the Engineer finds the ceilings have been installed prior to
this review and prior to 7 days elapsing, the Engineer may not recommend
further payments to the contractor until such time as full access has been
provided.
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3.3 PROJECT CLOSEOUT

A. The following paragraphs supplement the requirements of Division 1.
B. Final Jobsite Observation:
1. In order to prevent the Final Jobsite Observation from occurring too early, the

Contractor is required to review the completion status of the project and certify
that the job is ready for the final jobsite observation.

2. Attached to the end of this section is a typical list of items that represent the
degree of job completeness expected prior to requesting a review.

3. Upon Contractor certification that the project is complete and ready for a final
punch, the Contractor shall sign the attached certification and return it to the
Architect/Engineer so that the final observation can be scheduled.

4, It is understood that if the Engineer finds the job not ready for the final
observation and that additional trips and observations are required to bring the
project to completion, the costs incurred by the Engineers additional time and
expenses will be deducted from the Contractor’s contract retainage prior to final
payment at the completion of the job.

C. Before final payment is authorized, This Contractor must submit the following:

1. Operation and maintenance manuals with copies of approved shop drawings.

2. Record documents including marked-up or reproducible drawings and
specifications.

3. A report documenting the instructions given to the Owner's representatives
complete with the number of hours spent in the instruction. The report shall bear
the signature of an authorized agent of This Contractor and shall be signed by
the Owner's representatives.

4. Inspection report by the State Fire Marshal of the fire protection system.

5. Start-up reports on all equipment requiring a factory installation inspection or
start-up.

6. Provide spare parts, maintenance, and extra materials in quantities specified in

individual specification sections. Deliver to project site and place in location as
directed; receipt by Architect/Engineer required prior to final payment approval.

3.4 OPERATION AND MAINTENANCE INSTRUCTIONS

A. Submit three properly indexed and bound copies, in ‘D’ Ring style notebooks, of the
Operations and Maintenance Instructions to the Architect/Engineer. Make all corrections
or additions required.

B. Manuals shall be completed and in the Owner's possession prior to Owner's acceptance
and at least 10 days prior to instruction of operating personnel.

C. Operation and Maintenance Instructions shall include:

1.
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10.

11.

12.

13.

14.

15.

16.

17.

18.

stick” labels are not acceptable. Sheet lifters shall be supplied at the front of
each notebook. Provide “Wilson-Jones” or equal, color black. Size notebooks a
minimum of 1/2" thicker than material for future inserts. Label the spine and front
cover of each notebook. If more than one notebook is required, label in
consecutive order. For example; 1 of 2, 2 of 2. No other forms of binding will be
acceptable.

Prepare binder covers (front and spine) with printed title “Operation and
Maintenance Instructions”, Title of project and subject matter of binder when
multiple binders are required.

Title page with project title, Architect, Engineer, Contractor, and Subcontractors
with addresses, telephone numbers, and contacts.

Table of Contents describing all index tabs.

Listing of all Subcontractors and major equipment suppliers with addresses,
telephone numbers, and contacts.

Index tabs dividing information by specification section, major equipment, or
systems. All tab titling shall be clearly printed under reinforced plastic tabs. All
equipment shall be labeled to match the identification in the construction
documents.

Copies of warranties.

Copies of all final approved shop drawings and submittals. Include
Architect’'s/Engineer’s shop drawing review comments.

Copies of all factory inspections and/or equipment start-up reports.

Schematic wiring diagrams of the equipment that have been updated for field
conditions. Field wiring shall have label humbers to match drawings.

Dimensional drawings of equipment.

Capacities and utility consumption of equipment.
Detailed parts lists with lists of suppliers.
Operating procedures for each system.

Maintenance schedule and procedures. Include a chart listing maintenance
requirements and frequency.

Repair procedures for major components.
List of lubricants in all equipment and recommended frequency of lubrication.

Instruction books, cards, and manuals furnished with the equipment.

3.5 INSTRUCTING THE OWNER'S REPRESENTATIVES

A. Adequately instruct the Owner's designated representatives in the maintenance, care,
and operation of all systems installed under this contract.
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3.6

Provide verbal and written instructions to the Owner's representatives by FACTORY
PERSONNEL in the care, maintenance, and operation of the equipment and systems.

Contractor shall make a video of instructions to the Owner while explaining the system so
additional personnel may view the instructions at a later date. The videotape shall be the
property of the Owner.

The instructions shall include:

Explanation of all system flow diagrams.
Maintenance of equipment.

Start-up procedures for all major equipment.
Explanation of seasonal system changes.
Description of emergency system operation.

agrwbhPE

The Architect/Engineer shall be notified of the time and place instructions will be given to
the Owner's representatives so he or his representative can attend if desired.

Minimum hours of instruction for each item shall be:
1. Sprinkler System(s) - 2 hours.

The Contractor shall prepare a detailed, written training agenda and submit it to the
Architect/Engineer a minimum of two weeks prior to the formal training for approval. The
written agenda shall include specific training points within the items described above. For
example: how to adjust setpoints, troubleshooting, proper start-up, proper shut-down,
seasonal changes, draining, venting, changing filters, changing belts, etc. Failure to
provide and follow an approved training agenda may result in additional training required
at the expense of the Contractor.

Operating Instructions:

1. Contractor is responsible for all instructions to the Owner's representatives for
the fire protection and control systems.

2. If the Contractor does not have staff that can adequately provide the required
instructions he shall include in his bid an adequate amount to reimburse the
Owner for the Engineer to perform these services.

SYSTEM COMMISSIONING

A.

The fire protection systems shall be complete and operating. System start-up, testing,
balancing, and satisfactory system performance is the responsibility of the Contractor.
This includes calibration and adjustments of all controls, noise level adjustments and final
comfort adjustments as required.

All operating conditions and control sequences shall be tested during the start-up period.
Test all interlocks, safety shutdowns, controls, and alarms.

The Contractor, subcontractors, and equipment suppliers shall have skilled technicians to
ensure that all systems perform properly. If the Architect/Engineer is requested to visit
the job site for trouble shooting, assisting in start-up, obtaining satisfactory equipment
operation, resolving installation and/or workmanship problems, equipment substitution
issues or unsatisfactory system performance, including call backs during the warranty
period, through no fault of the design; the Contractor shall reimburse the Owner on a time
and materials basis for services rendered at the Architect/Engineer's standard hourly
rates in effect when the services are requested. The Contractor shall pay the Owner for
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